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Company Overview 

“INVACO” (Industrial Valve Company) founded and promoted by the technocrats having experience of 18 years in 

National and International valve industry. INVACO PRIVATE LIMITED (Industrial Valve Company) is registered experience 

company in Design, Development, Fabrication & Manufacturing of Industrial Valves. Our mission is to produce high quality 

and reliable Valves to our national & international clients / customers. Our proactive approach to technical issues enables to 

understand and implement cost-effective solutions to our valuable customers.  

“INVACO” (Industrial Valve Company) committed to excellence by manufacturing top quality valves to exceed 

customer’s needs with low cost, on-time delivery & providing finest service in industry. “INVACO” manufacture Ball valves 

(Floating & Trunnion Mounted), Butterfly Valves (Damper, Sleeved, Double offset & Triple Offset), Gate Valves, Globe Valves 

, Check Valves, Strainers, Flap Valves, Dismantling Joints, Flange Adaptor, Flange Couplings & Sluice Gate / Penstock  for Oil 

& Gas, Petrochemicals, Refineries, Power Plants, Water Treatment Plants, Chemical, Paper & Pulp, Sugar, Steel, Pharma, 

Pipeline Transmission and other process industries. 

“INVACO” specialized in Design, Manufacturing & Testing of FORGED & CAST Steel valves. The valves are 

manufactured as per International Standards such as API 6D, ASME B16.34, API 609, API 600, API 602, API 598, BS 1873, BS 

1868, ASME B16.5, ASME B16.10, AWWA C504, AWWA C207, EN 17292, ISO 5211, BS 5352, BS 5155, EN 558, EN 1092, EN 

12266, BS 6364 and fire safe as per API 607 / API 6FA follows ISO 9001:2015 Quality Management Systems. “INVACO”, 

manufacture valves size from ½” to 160” (15mm to 4000mm) with pressure range from Class 150 to Class 2500 and 

equivalent DIN (EN) pressure ratings. The valves produced from FORGED & CAST materials like A105N, LF2, F6A, F304L, 

F316L, F51, F53, F55, WCB, LCB, LCC, CA15, CF8, CF8M, CF3M, A890 (4A,5A & 6A), Aluminum Bronze, Incoloy (825 , 925) , 

Inconel ( 625, 718 & 750) , Monel ( K400, K500), and other special materials strictly follows International norms of NACE & 

NDT requirements. 

“INVACO” aims to produce zero defect valves for long life and reliable services. Making continual improvements 

aims towards to minimize the Total Ownership Cost for valued customers.  

 

Company Information 

 

Name of Company: - INVACO PRIVATE LIMITED. 

 Address: - Plot No. – F 27, Anand Nagar, Additional MIDC Ambernath, Ambernath (E)- 421 506 

Corporate Identity Number (CIN):- U74999MH2017PTC290915 

Permanent Account Number (PAN):- AAECI3693J 

Good and Service Tax Number (GST):- 27AAECI3693J1Z6 

Import Export Code (IEC):- AAECI3693J 

Web Site: - www.invacovalves.com 

Emails: - invacom@invacovalves.com, invacovalves@gmail.com,  sandesh@invacovalves.com 

Contact Numbers: - +91  9920  900  311 / +91   9619  010  130  

NOTE: - We are 70Km away from Mumbai International Airport. 
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  Policy & Objective 

At “INVACO” (Industrial Valve Company), we established this comprehensive Quality Management System to 

implement a strategy of continual improvement and compliance with the requirements of the ISO 9001:2015 Quality 

Assurance standard and other industrial valves standards by: 

Customer Focused: 

 Make commitments we fully understand and believe we can meet and deliver. 

 Meet all commitments to customers on time. 

 Satisfy our customer’s needs and exceed their expectations. 

 

Performance Driven: 

 Verify that our products and services meet customer requirements. 

 Monitor benchmark and continuously improve our business, products, and services, organization and employee’s 

performance. 

Entire “INVACO” stick to the spirit and intent of this policy to ensure customer satisfaction is achieved in all 

respects and times. 
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INVACO Manufacturing Range 

Type Design 
ASME CLASS / Size – in ( mm ) 

150# 300# 600# 800# 900# 1500# 2500# 

Ball Valve       

( 2P & 3Pc) 

Trunnion 

Mounted 

2”- 60”   

  (50 – 1500) 

2”- 60”      

(50 – 1500) 

2”- 36”     

(50 – 900) 
--- 

2”- 30”    

(50 – 750) 

2”- 24”    

(50 – 600) 

2”- 12”     

(50 – 300) 

Floating 
½” - 8”   

  (15 – 200) 

½” – 6”    

(15 – 150 ) 

½” – 4”    

(15 – 100 ) 
--- 

½” - 2”    

(15 – 50) 
--- --- 

Forged 
--- --- --- ½” – 2”   

(15 – 50 ) 

½” – 2”   

(15 – 50 ) 

½” – 2”   

(15 – 50 ) 
--- 

Butterfly 

Valve 

Triple 

Offset 

2”- 48” 

  (50 – 1200) 

2”- 48” 

 (50 – 1200) 

2”- 36”     

(50 – 900) 
--- 

On 
Request 

On 

Request  
--- 

Double 

Offset 

2”- 160”     

 ( 50 – 4000) 

2”- 120”       

( 50 – 3000) 

2”- 36”     

( 50 –900) --- 
On 

Request 

On 

Request  
--- 

Sleeve / 

Resilient 

2”- 40”   

  (50 – 1000) 
--- --- --- --- --- --- 

Damper / 

Clearance 

2”- 160”       

 ( 50 – 4000) 
2”- 160”       

( 50 – 4000) 
On 

Request 
--- --- --- --- 

Gate Valve 

FL / BW 
½”- 48”    

(15 – 1200) 

½”- 48”       

(15 – 1200) 

½”- 36”     

(15 –900) 
--- 

½”- 24”    

(15 – 600) 

½”- 16”    

(15 – 400) 

½”- 12”    

(15 – 300) 

Forged --- --- --- 
½” – 2”   

(15 – 50 ) 

½” – 2”   

(15 – 50 ) 

½” – 2”   

(15 – 50 ) 
--- 

Globe Valve 

FL / BW 
½”- 24”    

(15 –600) 

½”- 24”      

(15 – 600) 

½”- 20”    

(15 – 500) 
--- 

2”- 18”    

(15 – 450) 

2”- 16”    

(15 – 400) 

2”- 12”    

(15 – 300) 

Forged --- --- --- 
½” – 2”   

(15 – 50 ) 

½” – 2”   

(15 – 50 ) 

½” – 2”   

(15 – 50 ) 
--- 

Check valve 

FL / BW 
½”- 48”    

(15 – 1200) 

½”- 36”     

(15 – 900) 

½”- 30” 

(15 – 750) 
--- 

½”- 18”    

(15 – 450) 

½”- 16”    

(15 – 400) 

½”- 12”    

(15 – 300) 

Forged --- --- --- 
½” – 2”   

(15 – 50 ) 

½” – 2”   

(15 – 50 ) 

½” – 2”   

(15 – 50 ) 
--- 

Strainer 

T - Type 
2”- 24”     

(50 – 600) 

2”- 24”    

(50 – 600) 

2”- 24”    

(50 – 600) 
--- 

On 

Request 

On 

Request  

On 

Request 

Y - Type 
2”- 24”   

  (50 – 600) 

2”- 24”    

(50 – 600) 

2”- 24”    

(50 – 600) 
--- 

On 

Request 

On 

Request  

On 

Request 

Flap Valve 4”- 160”     ( 50 – 4000)  

Sluice Gate / Penstock 4”- 160”     ( 50 – 4000) 

Dismantling Joints 4”- 160”     ( 50 – 4000) 

Flange Adaptor 4”- 160”     ( 50 – 4000) 

Flange Coupling 4”- 160”     ( 50 – 4000) 

NOTE: -  1) For more sizes & ratings, any type of customized valves, please contact “INVACO”. 
2) Forged Valve (Small Size) is available in Socket Weld, Butt- Weld & Screwed End. 
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Trunnion Mounted Ball Valve (Model – 4000) 

 

 

 

 

 

 

 

 

 

 
 

Quality Standards:- 
Design Standards   - API 6D / ASME B16.34 / MESC SPE 77-130 & 77- 302. 

Testing Standards   - API 598 / API 6D / EN 12266 / ISO 5208 / BS 6755 

End to End Standards  - API 6D / ASME B 16.10 / EN 558 

Flange Drilling Standards  - ASME B16.5 / ASME B 16.47 / BS EN 1092. 

Butt-Weld   - ASME B 16.25 

Actuator Mounting  - ISO 5211 

Fire Testing    - API 607 / API 6FA / ISO 10497 

Fugitive Emission Test  - MESC SPE 77 - 312 / ISO 15848 

Cryogenic Services  - BS 6364, MSS SP 134  

Valve Marking   - MSS SP 25 / ASME B 16.34 

Visual Inspection   - MSS SP 55 

Material Testing   - NDE / NACE MR 01- 75 / NACE MR 01- 03 Compliance available. 
 

 Key Features:- 
 Size :- 2” to 60” ( 50mm to 1500mm)  Rating:- 150# to 2500# & Equiv. DIN Rating 

 2Pc / 3Pc Design , Full Bore / Reduced Bore  Casting / Forging Body with Solid Ball.  

 Soft , Metal & Fire Safe Design  Blow Out Proof Stem 

 Anti – Static Design  Piston Effect Design( Spring Loaded ) 

 Drain, Vent & Sealant Design   Extended Bonnet & Extended Stem  

 Pup Piece Available  Manual, Electrical/Pneumatic/Hydraulic Actuator  
 

Materials - Carbon Steel, Low Temperature Carbon Steel, Stainless Steel, Duplex, Super Duplex, Incoloy, Inconel,  

                      Monel, Aluminum Bronze, Hastalloy, Titanium and other materials.                                                                                                     

Applications  - Offshore / Onshore Oil & Gas, Chemical, Petrochemical & Allied Process, Power Plant, Water Treatment  

                                   Plant, Liquefied Natural Gas, Sugar, Paper & Pulp, Steel, Piping & Process Industries. 
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Floating Ball Valve (Model – 4500) 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Quality Standards:- 
Design Standards   - API 6D / ASME B16.34 / EN 17292 / BS 5351 / MESC SPE 77 – 130 & 77 – 302. 

Testing Standards   - API 598 / API 6D / EN 12266 / ISO 5208 / BS 6755 

End to End Standards  - API 6D / ASME B 16.10 / EN 558 

Flange Drilling Standards  - ASME B16.5 / ASME B 16.47 / BS EN 1092. 

Butt-Weld   - ASME B 16.25 

Actuator Mounting  - ISO 5211 

Fire Testing    - API 607 / API 6FA / ISO 10497 

Fugitive Emission Test  - MESC SPE 77 - 312 / ISO 15848 

Cryogenic Services  - BS 6364, MSS SP 134  

Valve Marking   - MSS SP 25 / ASME B 16.34 

Visual Inspection   - MSS SP 55 

Material Testing   - NDE / NACE MR 01- 75 / NACE MR 01- 03 Compliance available. 
 

 Key Features:- 
 Size :- 2” to 8” ( 50mm to 200mm)  Rating:- 150# to 2500# & Equiv. DIN Rating 

 2Pc / 3Pc Design , Full Bore / Reduced Bore  Casting / Forging Body with Solid Ball.  

 Soft , Metal & Fire Safe Design  Blow Out Proof Stem 

 Anti – Static Design  Extended Bonnet & Extended Stem  

 Pup Piece Available  Manual, Electrical/Pneumatic/Hydraulic Actuator  
 

Materials - Carbon Steel, Low Temperature Carbon Steel, Stainless Steel, Duplex, Super Duplex, Incoloy, Inconel,  

                      Monel, Aluminum Bronze, Hastalloy, Titanium and other materials.                                                                                                     

Applications  - Offshore / Onshore Oil & Gas, Chemical, Petrochemical & Allied Process, Power Plant, Water Treatment  

                                   Plant, Liquefied Natural Gas, Sugar, Paper & Pulp, Steel, Piping & Process Industries. 
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Forge Ball Valve (Model – 4900) 

 

 

 

 

 

 

 

 

 

 

Quality Standards:- 
Design Standards   - ASME B16.34 / EN 17292 / BS 5351. 

Testing Standards   - API 598 / API 6D / EN 12266 / ISO 5208 / BS 6755 

End to End Standards  - Maker’s Standard. 

Butt-Weld   - ASME B16.25. 

Socket Weld   - ASME B 16.11. 

Screwed End (F-NPT)  - ASME B 1.20.1 

Actuator Mounting  - ISO 5211 

Fire Testing   - API 607 / API 6FA / ISO 10497 

Cryogenic Services  - BS 6364, MSS SP 134  

Valve Marking   - MSS SP 25 / ASME B 16.34 

Visual Inspection   - MSS SP 55 

Material Testing   - NDE / NACE MR 01- 75 / NACE MR 01- 03 Compliance available. 
 

 Key Features:- 
 Size :- 1/2” to 2” ( 15mm to 50mm)  Rating:- 800# to 2500#  

 3Pc Design , Full Bore / Reduced Bore  Forging Body with Solid Ball.  

 Soft , Metal & Fire Safe Design  Blow Out Proof Stem 

 Anti – Static Design  Extended Bonnet & Extended Stem  

 Pup Piece Available  Manual, Electrical/Pneumatic/Hydraulic Actuator  
 

Materials - A105N, LF2, F304, F304L, F316, F316L, F51, F52, F53, F55, Inconel 625, Monel K-500 & other  

                      materials.                                                                                                     

Applications  - Offshore / Onshore Oil & Gas, Chemical, Petrochemical & Allied Process, Power Plant, Water Treatment  

                                   Plant, Liquefied Natural Gas, Sugar, Paper & Pulp, Steel, Piping & Process Industries. 
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Triple Offset Butterfly Valve (Model –9000) 

 

 

 

 

 

 

 

 

 

Quality Standards:- 
Design Standards   - API 609 / ASME B16.34 / MESC SPE 77-134. 

Testing Standards   - API 598 / EN 12266 / ISO 5208 / BS 6755 

End to End Standards  - API 609 Cat B / ASME B 16.10 / EN 558 

Flange Drilling Standards  - ASME B16.5 / ASME B 16.47 / BS EN 1092. 

Butt-Weld   - ASME B 16.25 

Actuator Mounting  - ISO 5211 

Fire Testing    - API 607 / API 6FA / ISO 10497 

Fugitive Emission Test  - MESC SPE 77 - 312 / ISO 15848 

Cryogenic Services  - BS 6364, MSS SP 134  

Valve Marking   - MSS SP 25 / ASME B 16.34 

Visual Inspection   - MSS SP 55 

Material Testing   - NDE / NACE MR 01- 75 / NACE MR 01- 03 Compliance available. 
 

 Key Features:- 
 Size :- 2” to 48” ( 50mm to 1200mm)  Rating:- 150# to 600# & Equiv. DIN Rating 

 Wafer, Lug, Flange & Butt-weld End  Casting / Forging / Fabricated Body.  

 Soft , Metal & Fire Safe Design  Blow Out Proof Stem 

 Extended Bonnet & Extended Stem  Bi – Directional Tight Shut-Off. 

 Low Emission / Live Load Design available.   Bare Stem / Manually Operated. 

 Class 900 & above available on request   Electrical/Pneumatic/Hydraulic Actuator  
 

Materials - Carbon Steel, Low Temperature Carbon Steel, Stainless Steel, Duplex, Super Duplex, Incoloy, Inconel,  

                      Monel, Aluminum Bronze, Hastalloy, Titanium and other materials.                                                                                                     

Applications  - Offshore / Onshore Oil & Gas, Chemical, Petrochemical & Allied Process, Power Plant, Water Treatment  

                                   Plant, Liquefied Natural Gas, Sugar, Paper & Pulp, Steel, Piping & Process Industries. 

 

 
 



 

 

     

Page | 8 

Double Offset Butterfly Valve (Model –9900) 

 

 

 

 

 

 

 

 

 

 
Quality Standards:- 
Design Standards   - API 609 / ASME B16.34 / AWWA C504 / MESC SPE 77-134. 

Testing Standards   - API 598 / EN 12266 / ISO 5208 / BS 6755 

End to End Standards  - API 609 Cat B / AWWA C504 /  ASME B 16.10 / EN 558  

Flange Drilling Standards  - ASME B16.5 / ASME B 16.47 / BS EN 1092 / AWWA C207. 

Butt-Weld   - ASME B 16.25 

Actuator Mounting  - ISO 5211 

Fire Testing    - API 607 / API 6FA / ISO 10497 

Fugitive Emission Test  - MESC SPE 77 - 312 / ISO 15848 

Cryogenic Services  - BS 6364, MSS SP 134  

Valve Marking   - MSS SP 25 / ASME B 16.34 

Visual Inspection   - MSS SP 55 

Material Testing   - NDE / NACE MR 01- 75 / NACE MR 01- 03 Compliance available. 
 

 Key Features:- 
 Size :- 2” to 160” ( 50mm to 4000mm)  Rating:- 150# to 600# & Equiv. DIN Rating 

 Wafer, Lug, Flange & Butt-weld End  Casting / Forging / Fabricated Body.  

 Soft Seated & Fire Safe Design  Blow Out Proof Stem 

 Extended Bonnet & Extended Stem  Bi – Directional Tight Shut-Off. 

 Low Emission / Live Load Design available.   Bare Stem / Manually Operated. 

 Class 900 & above available on request   Electrical/Pneumatic/Hydraulic Actuator  
 

Materials - Carbon Steel, Low Temperature Carbon Steel, Stainless Steel, Duplex, Super Duplex, Incoloy, Inconel,  

                      Monel, Aluminum Bronze, Hastalloy, Titanium and other materials.                                                                                                     

Applications  - Offshore / Onshore Oil & Gas, Chemical, Petrochemical & Allied Process, Power Plant, Water Treatment  

                                   Plant, Liquefied Natural Gas, Sugar, Paper & Pulp, Steel, Piping & Process Industries. 
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Sleeved Butterfly Valve (Model – 9400) 

 

 

 

 

 

 

 

 

Quality Standards:- 
Design Standards   - API 609 / ASME B16.34 / AWWA C504 / MESC SPE 77-134. 

Testing Standards   - API 598 / EN 12266 / ISO 5208 / BS 6755 

End to End Standards  - API 609 / AWWA C504 / ASME B 16.10 / EN 558  

Flange Drilling Standards  - ASME B16.5 / ASME B 16.47 / BS EN 1092 / AWWA C207. 

Actuator Mounting  - ISO 5211 

Fugitive Emission Test  - MESC SPE 77 - 312 / ISO 15848 

Valve Marking   - MSS SP 25 / ASME B 16.34 

Visual Inspection   - MSS SP 55 

Material Testing   - NDE / NACE MR 01- 75 / NACE MR 01- 03 Compliance available. 

 

 Key Features:- 

 Size :- 2” to 48” ( 50mm to 1200mm)  Rating:- 150#  & Equiv. DIN Rating 

 Wafer, Lug, Flange End   No Gasket needed. 

 Vulcanized / Molded Seated Design.  Blow Out Proof Stem 

 Extended Bonnet & Extended Stem  Bi – Directional Tight Shut-Off. 

 Low Emission / Live Load Design available.   Bare Stem / Manually Operated. 

 Work temperature up to 90 0 C.  Electrical/Pneumatic/Hydraulic Actuator  

 
Materials - Cast Iron / Ductile Iron, Carbon Steel, Low Temperature Carbon Steel, Stainless Steel, Duplex, Super  

                      Duplex, Incoloy, Inconel, Monel, Aluminum Bronze, Hastalloy, Titanium and other materials.                                                                                                     

Applications  - Offshore / Onshore Oil & Gas, Chemical, Petrochemical & Allied Process, Water Treatment Plant, 

                                   Liquefied Natural Gas, Piping & Process Industries. 
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Damper / Clearance Butterfly Valve (Model – 9300) 

 

 

 

 

 

 

 

 

 

 

 

Quality Standards:- 
Design Standards   - API 609 / ASME B16.34. 

Testing Standards   - API 598 / FCI 70.2 CL II 

End to End Standards  - API 609 / ASME B 16.10 / EN 558  

Flange Drilling Standards  - ASME B16.5 / ASME B 16.47 / BS EN 1092  

Actuator Mounting  - ISO 5211 

Valve Marking   - MSS SP 25 / ASME B 16.34 

Visual Inspection   - MSS SP 55 

Material Testing   - NDE / NACE MR 01- 75 / NACE MR 01- 03 Compliance available. 

 

 Key Features:- 

 Size :- 2” to 160” ( 50mm to 4000mm)  Rating:- 150#  & Equiv. DIN Rating 

 Wafer, Lug, Flange End  Work temperature up to 900 0 C. 

 Extended Bonnet  Blow Out Proof Stem 

 Extended Stem  Bare Stem / Manual / Actuated. 

 
Materials - Carbon Steel, Low Temperature Carbon Steel, Stainless Steel, Duplex, Super Duplex, Incoloy, 

                      Inconel, Monel, Aluminum Bronze, Hastalloy, Titanium and other materials.                                                                                                     

Applications  -Steel Industries, Cement Industries, Sugar Industries, Scrubbers, Heaters, Oxidizers,                                                                                                                                              

Bag Houses, Precipitator, etc…     
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Cast Steel Gate Valve (Model – 1000) 

 

 

 

 

 

 

 

 

 

 

Quality Standards:- 
Design Standards   - API 600 / ASME B16.34 / BS 1414 / ISO 15761 / MESC SPE 77-101. 

Testing Standards   - API 598 / EN 12266 / ISO 5208 / BS 6755 

End to End Standards  - ASME B 16.10 / EN 558  

Flange Drilling Standards  - ASME B16.5 / ASME B 16.47 / BS EN 1092. 

Butt – Weld End   - ASME B 16.25  

Actuator Mounting  - ISO 5211 

Fugitive Emission Test  - MESC SPE 77 - 312 / ISO 15848 

Cryogenic Services  - BS 6364, MSS SP 134  

Valve Marking   - MSS SP 25 / ASME B 16.34 

Visual Inspection   - MSS SP 55 

Material Testing   - NDE / NACE MR 01- 75 / NACE MR 01- 03 Compliance available. 

 

 Key Features:- 

 Size :- 2” to 48” ( 50mm to 1200mm)  Rating:- 150#  to 2500# & Equiv. DIN Rating 

  Flange RF, RTJ / Butt-Weld  Out Side Yoke & Bolted Bonnet. 

 Stallite / Hardface / API Trims  Vacuum Seal arrangement 

 Extended Bonnet & Extended Stem  Pressure Seal Bonnet available. 

 Low Emission / Live Load Design available.    Manual / Actuated. 

 

Materials - Cast Iron / Ductile Iron, Carbon Steel, Low Temperature Carbon Steel, Stainless Steel, Duplex, Super  

                      Duplex, Incoloy, Inconel, Monel, Aluminum Bronze, Hastalloy, Titanium and other materials.                                                                                                     
Applications  - Offshore / Onshore Oil & Gas, Chemical, Petrochemical & Allied Process, Water Treatment Plant, 

                                   Liquefied Natural Gas, Piping & Process Industries. 
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Forged Steel Gate Valve (Model – 1300) 

 

 

 

 

 

 

 

 

 

Quality Standards:- 
Design Standards   - ASME B16.34 /API 602 / ISO 15761 / MESC SPE 77-105. 

Testing Standards   - API 598 / EN 12266 / ISO 5208 / BS 6755 

End to End Standards  - Maker’S Standard  

Butt – Weld End   - ASME B16.25 

Socket Weld End   - ASME B 16.11  

Screwed End (F-NPT)  - ASME B 1.20.1  

Actuator Mounting  - ISO 5211 

Fugitive Emission Test  - MESC SPE 77 - 312 / ISO 15848 

Cryogenic Services  - BS 6364, MSS SP 134  

Valve Marking   - MSS SP 25 / ASME B 16.34 

Visual Inspection   - MSS SP 55 

Material Testing   - NDE / NACE MR 01- 75 / NACE MR 01- 03 Compliance available. 

 

 Key Features:- 

 Size :- 1/2” to 2” (15mm to 50mm)  Rating:- 150#  to 2500# & Equiv. DIN Rating 

  Butt-Weld, Socket Weld & Screwed End  Out Side Yoke & Bolted Bonnet. 

 Stallite / Hardface / API Trims  Vacuum Seal arrangement 

 Extended Bonnet & Extended Stem  Pup Piece. 

 Low Emission / Live Load Design available.   Manual  

 

Materials - Carbon Steel, Low Temperature Carbon Steel, Stainless Steel, Duplex, Super  

                      Duplex, Incoloy, Inconel, Monel, Aluminum Bronze, Hastalloy, Titanium and other materials.                                                                                                     
Applications  - Offshore / Onshore Oil & Gas, Chemical, Petrochemical & Allied Process, Water Treatment Plant, 

                                   Liquefied Natural Gas, Piping & Process Industries. 
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Cast Steel Globe Valve (Model – 3000) 

 

 

 

 

 

 

 

 

 

 

Quality Standards:- 
Design Standards   - BS 1873 / ASME B16.34 /API 600 / ISO 15761 / MESC SPE 77-101. 

Testing Standards   - API 598 / EN 12266 / ISO 5208 / BS 6755 

End to End Standards  - ASME B 16.10 / EN 558  

Flange Drilling Standards  - ASME B16.5 / BS EN 1092. 

Butt-Weld End   - ASME B 16.25  

Actuator Mounting  - ISO 5211 

Fugitive Emission Test  - MESC SPE 77 - 312 / ISO 15848 

Cryogenic Services  - BS 6364, MSS SP 134  

Valve Marking   - MSS SP 25 / ASME B 16.34 

Visual Inspection   - MSS SP 55 

Material Testing   - NDE / NACE MR 01- 75 / NACE MR 01- 03 Compliance available. 

 Key Features:- 

 Size :- 2” to 24” (50mm to 600mm)  Rating:- 150#  to 2500# & Equiv. DIN Rating 

  Flange RF, RTJ / Butt-Weld End  Out Side Yoke & Bolted Bonnet. 

 Stallite / Hardface / API Trims  Vacuum Seal arrangement 

 Extended Bonnet & Extended Stem  Pup Piece. 

 Low Emission / Live Load Design available.   Manual / Actuated 

 

Materials - Carbon Steel, Low Temperature Carbon Steel, Stainless Steel, Duplex, Super  

                      Duplex, Incoloy, Inconel, Monel, Aluminum Bronze, Hastalloy, Titanium and other materials.    

                                                                                                  
Applications  - Offshore / Onshore Oil & Gas, Chemical, Petrochemical & Allied Process, Water Treatment Plant, 

                                   Liquefied Natural Gas, Piping & Process Industries. 

  



 

 

     

Page | 14 

Forged Steel Globe Valve (Model – 3100) 

 

 

 

 

 

 

 

 

 

Quality Standards:- 
Design Standards   - ASME B16.34 /API 602 / ISO 15761 / MESC SPE 77-105. 

Testing Standards   - API 598 / EN 12266 / ISO 5208 / BS 6755 

End to End Standards  - Maker’S Standard  

Butt – Weld End   - ASME B16.25 

Socket Weld End   - ASME B 16.11  

Screwed End (F-NPT)  - ASME B 1.20.1  

Actuator Mounting  - ISO 5211 

Fugitive Emission Test  - MESC SPE 77 - 312 / ISO 15848 

Cryogenic Services  - BS 6364, MSS SP 134  

Valve Marking   - MSS SP 25 / ASME B 16.34 

Visual Inspection   - MSS SP 55 

Material Testing   - NDE / NACE MR 01- 75 / NACE MR 01- 03 Compliance available. 

 

 Key Features:- 

 Size :- 1/2” to 2” (15mm to 50mm)  Rating:- 150#  to 2500# & Equiv. DIN Rating 

  Butt-Weld, Socket Weld & Screwed End  Out Side Yoke & Bolted Bonnet. 

 Stallite / Hardface / API Trims  Vacuum Seal arrangement 

 Extended Bonnet & Extended Stem  Pup Piece. 

 Low Emission / Live Load Design available.   Manual  

 

Materials - Carbon Steel, Low Temperature Carbon Steel, Stainless Steel, Duplex, Super  

                      Duplex, Incoloy, Inconel, Monel, Aluminum Bronze, Hastalloy, and other materials.    

                                                                                                  
Applications  - Offshore / Onshore Oil & Gas, Chemical, Petrochemical & Allied Process, Water Treatment Plant, 

                                   Liquefied Natural Gas, Piping & Process Industries. 
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Swing Check Valve (Model 6000)  

 

 

 

 

 

 

 

 

 

 

Quality Standards:- 
Design Standards   - BS 1868 / ASME B16.34 /API 6D / MESC SPE 77-101, 104, 302. 

Testing Standards   - API 598 / EN 12266 / ISO 5208 / BS 6755 

End to End Standards  - ASME B 16.10 / API 6D / EN 558  

Flange Drilling Standards  - ASME B16.5 / ASME B16.47 / BS EN 1092. 

Butt-Weld End   - ASME B 16.25  

Fugitive Emission Test  - MESC SPE 77 - 312 / ISO 15848 

Valve Marking   - MSS SP 25 / ASME B 16.34 

Visual Inspection   - MSS SP 55 

Material Testing   - NDE / NACE MR 01- 75 / NACE MR 01- 03 Compliance available. 

 

 Key Features:- 

 Size :- 2” to 48” (50mm to 1200mm)  Rating:- 150#  to 2500# & Equiv. DIN Rating 

  Flange RF, RTJ, Butt-Weld End   Disc  As Per Gravitational Acceleration 

 Stallite / Hardface / API Trims  Tongue & Groove Design 

 Soft / Metal Seat   Bolted Cover 

Materials - Carbon Steel, Low Temperature Carbon Steel, Stainless Steel, Duplex, Super  

                      Duplex, Incoloy, Inconel, Monel, Aluminum Bronze, Hastalloy, Titanium and other materials.    

                                                                                                  
Applications  - Offshore / Onshore Oil & Gas, Chemical, Petrochemical & Allied Process, Water Treatment Plant, 

                                   Liquefied Natural Gas, Piping & Process Industries. 
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Dual Plate Check Valve (Model 6700)  

 

 

 

 

 

 

 

 

 

 

Quality Standards:- 
Design Standards   - API 594 / ASME B16.34 /API 6D / MESC SPE 77-133, 306. 

Testing Standards   - API 598 / EN 12266 / ISO 5208 / BS 6755 

End to End Standards  - ASME B 16.10 / API 6D / EN 558  

Flange Drilling Standards  - ASME B16.5 / ASME B16.47 / BS EN 1092. 

Butt-Weld End   - ASME B 16.25  

Fugitive Emission Test  - MESC SPE 77 - 312 / ISO 15848 

Valve Marking   - MSS SP 25 / ASME B 16.34 

Visual Inspection   - MSS SP 55 

Material Testing   - NDE / NACE MR 01- 75 / NACE MR 01- 03 Compliance available. 

 

 Key Features:- 

 Size :- 2” to 48” (50mm to 1200mm)  Rating:- 150#  to 2500# & Equiv. DIN Rating 

  Flange RF, RTJ, Wafer Lug   Disc  As Per Gravitational Acceleration 

 Stallite / Hardface / API Trims  Tongue & Groove Design 

 Soft / Metal Seat   Bolted Cover 

Materials - Carbon Steel, Low Temperature Carbon Steel, Stainless Steel, Duplex, Super  

                      Duplex, Incoloy, Inconel, Monel, Aluminum Bronze, Hastalloy, Titanium and other materials.    

                                                                                                  
Applications  - Offshore / Onshore Oil & Gas, Chemical, Petrochemical & Allied Process, Water Treatment Plant, 

                                   Liquefied Natural Gas, Piping & Process Industries. 
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Forged Check Valve (Model – 6300) 

 

 

 

 

 

 

 

 

 

Quality Standards:- 
Design Standards   - ASME B16.34 /API 602 / ISO 15761 / MESC SPE 77-105. 

Testing Standards   - API 598 / EN 12266 / ISO 5208 / BS 6755 

End to End Standards  - Maker’S Standard  

Butt – Weld End   - ASME B16.25 

Socket Weld End   - ASME B 16.11  

Screwed End (F-NPT)  - ASME B 1.20.1  

Valve Marking   - MSS SP 25 / ASME B 16.34 

Visual Inspection   - MSS SP 55 

Material Testing   - NDE / NACE MR 01- 75 / NACE MR 01- 03 Compliance available. 

 

 Key Features:- 

 Size :- 1/2” to 2” (15mm to 50mm)  Rating:- 150#  to 2500# & Equiv. DIN Rating 

  Butt-Weld, Socket Weld & Screwed End  Tongue & Groove Design 

 Stallite / Hardface / API Trims  Ball / Spring Design 

 

Materials - Carbon Steel, Low Temperature Carbon Steel, Stainless Steel, Duplex, Super  

                      Duplex, Incoloy, Inconel, Monel, Aluminum Bronze, Hastalloy, and other materials.   

                                                                                                   
Applications  - Offshore / Onshore Oil & Gas, Chemical, Petrochemical & Allied Process, Water Treatment Plant, 

                                   Liquefied Natural Gas, Piping & Process Industries. 
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Strainers 

 

 

 

 

 

 

 

 

 

 

Basket Strainers   ---- Model 5300 

Y – Type Strainers    ---- Model 5200 

Suction Strainers   ---- Model 5400 

 

Quality Standards:- 
Design Standards   - ASME B16.34 / ASEM Sec VIII Div.1 

Testing Standards   - API 598  

End to End Standards  - Maker’s Standard  

Flange Drillings    - ASME B16.5 / EN 1029 

Butt- Weld End   - ASME B 16.25  

Valve Marking   - MSS SP 25 / ASME B 16.34 

Visual Inspection   - MSS SP 55 

Material Testing   - NDE / NACE MR 01- 75 / NACE MR 01- 03 Compliance available. 

 

 Key Features:- 

 Size :- 1/2” to 24” (15mm to 600mm)  Rating:- 150#  to 2500# & Equiv. DIN Rating 

 Flange RF, FF, RTJ &  Butt-Weld  End  Bolted Cover & Drain Connection 

 40mesh / 60 mesh or as per requirements.  Casting / Fabricated Design 

 

Materials -  C.I./ D.I., Carbon Steel, Low Temperature Carbon Steel, Stainless Steel, Duplex, Super  

                       Duplex, Incoloy, Inconel, Monel, Aluminum Bronze, Hastalloy, and other materials.     

                                                                                                 
Applications  - Offshore / Onshore Oil & Gas, Chemical, Petrochemical & Allied Process, Water Treatment Plant, 

                                   Liquefied Natural Gas, Piping & Process Industries. 
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Flap Valve (Model – 2000) 

 

 

 

 

 

 

Features:- 

 Shell Design:- ASME B 16.34/ASME Sect VIII  Face to Face:- Maker’s Standard 

 Flange Drilling:- ASME B16.5 & B 16.47/ EN1092  Size:- 4” to 160”(100mm to 4000mm) 

 Lower Leakage Rate / Low Opening Pressure  Suitable for Underwater use 

 Gravity Operated & Low Head loss  Cast / Fabricated Design 

 Circular, Square or Rectangular Design  Soft Seated / Metal Seated Design 

Materials:-      C.I./ D.I., Carbon Steel, Stainless Steel, Duplex, Super Duplex & other material available  

Application: - Flood Control, Municipal Projects, Sewer Outfalls, Industrial Waste Lines, Water & Sewage Plant, etc… 

---------------------------------------------------------------------------------------------------------------------------------- 

Sluice Gate / Penstock (Model – 2500) 
 

Quality Standards:- 
 

Design Standards-                   - DIN 19569 / BS 7775 / AWWA C560 

End to End Standards - Maker’s Standard  

Flange Drilling Standards - Maker’s Standard /  Requirement 

Marking   -  MSS SP 25 / ASME B 16.34 

Visual Inspection  - MSS SP 55 

Key Features:- 
 Size :- 6” to 160” ( 150mm to 4000mm) 

 Fabricated Design 

 Seating Head Pressure of 5 m.w.c. 

 3 or 4 side Seal Design 

 Circular or Square or rectangular design. 

 Unidirectional or Bidirectional options 

 Epoxy Coating ( WRAS approved) 

 Design to implant in the wall of the channel. 

 

Materials       - Carbon Steel, Low Temperature Carbon Steel, Stainless Steel, Duplex, Super Duplex, Incoloy, Inconel,  

             Monel and other materials.   

                                                                                            
Applications – Flood Control, Municipal Projects, Sewer Outfalls, Industrial Waste Lines, Water & Sewage Plant, etc…                   
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Dismantling Joints (Model – 7000) 
 
 

Features:- 

 Design:- AWWA C219 /  ASME B 16.34 

 Flange Drilling :- ASME B16.5 & B 16.47/ EN1092 

 Size:- 2” to 160”(50mm to 4000mm) 

 Face to Face:- Maker’s Standard 

 Available for any size outer pipe diameter. 

 Minimum ±25 elongation capability 

 Cast or Fabricated Design 

 Epoxy Fusion Bonded painting / coating 

 Easy to assembled & disassembled in line. 

 

Flange Adaptor (Model – 8000) 
 

Features:- 

 Design:- AWWA C219 /  ASME B 16.34 

 Flange Drilling :- ASME B16.5 & B 16.47/ EN1092 

 Size:- 2” to 160”(50mm to 4000mm) 

 Face to Face:- Maker’s Standard 

 Available for any size outer pipe diameter. 

 Leak tight connection 

 Allow 30  angular deflection 

 ± 2.5mm expansion & contraction. 

 Epoxy Fusion Bonded painting / coating 

 
Flange Couplings (Model – 8500) 

Features:- 

 Design:- AWWA C219 /  ASME B 16.34 

 Flange Drilling :- ASME B16.5 & B 16.47/ EN1092 

 Size:- 2” to 160”(50mm to 4000mm) 

 Face to Face:- Maker’s Standard 

 Available for any size outer pipe diameter. 

 Leak tight connection 

 Eliminates corrosion ( joining of dissimilar material) 

 Epoxy Fusion Bonded painting / coating 

 Use when gap in pipe are wider that ordinary 

 

Material: - C.I. / D.I., Carbon Steel, Stainless Steel, Duplex, Super Duplex & other material available. 

Applications: - Connect Valve, pipe or tube each other, Flow meter equipment, Pumping station, Water treatment Plant, 

                             Sewage Treatment Plant, Plant Room, Meter chambers, Power Generation Equipments etc… 
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Your Local INVACO Representative -

Web Site:
www.invacovalves.com

Emails:
invacovalves@gmail.com

sandesh@invacovalves.com

Contacts:
+91 9920 900 311
+91 9619 010 130

Address:
Plot No. - F 27
Anand Nagar

Additional MIDC Ambernath
Ambernath (E) - 421 506

Thane,India

We are 70Km away from Mumbai International Airpot.


